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The SIGA comic informs building owners and 
architects about energy-saving building shells

  Order	SIGA	comics	free of charge 
at www.siga.ch

  Stamp the SIGA comic with 
your company address! 

  Enclose the SIGA comic with your 
quotations or give it to your customers 
personally!

01

02

03

Enlighten your customers!

SIGA-house-tight

With the SIGA-Comic

  your customers recognize the 
great importance of airtightness

 you save consultation time

  new customers demand 
your services

When the electrician comes to the building site
the airtight layer is at risk!

With the SIGA warning sticker

 you protect your work against 
 building damage

 you stand out as a 
 professional in airtight sealing

 you make a positive impression 
 on building owners and architects 
 and advertise your perfect work

  Apply SIGA warning stickers 
visibly onto the airtightly sealed 
vapour control layer!

01

  Leave a SIGA comic for the 
 electrician so that he knows 
about airtightness!

02

  Order	SIGA	warning	stickers	
free of charge at www.siga.ch

03

Protect your work!
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SIGA-house-tight

SIGA grants on all properties guaranteed in the instruction manual.

This does not effect your statutory rights.

SIGA Early Warning System 
Adjustments and new developments to commercially available surfaces, plates and  
membranes are systematically recorded thanks to the unique SIGA Early Warning System 
and regularly flow into the further development of SIGA products. 
Therefore, you should arrange for a regular inventory turnover to ensure that you always 
have SIGA products that are state-of-the-art in terms of technology and ecology.

Manual
This manual can become invalid if new knowledge is acquired or new developments  
are made. The currently valid manual is available at www.siga.ch
 

Adhesive
SIGA high-performance adhesives are free of solvents, VOC, high boilers, plasticisers,  
chlorine and formaldehyde. They cannot be removed.

Processing temperature
From -10 °C 
Primur cartridge and tubular bag: from +5 °C

Temperature resistance
-40 °C to +100 °C

Age resistance
Durable adhesive strength; made without rubber, resins or solvents to prevent  
embrittlement.

Storage
Store in a cool, dry place in its original box.
Store Primur cartridge, Primur tubular bag, and Dockskin in a cool, dry and  
frost-protected place in their original boxes.
Store Majpell, Majcoat, and Majvest in a cool, dry and UV-protected place.

Warranty

However, SIGA excludes any liability for processing or use that does not comply with 
the instructions, or:

  •	� unusual influences, in particular of a chemical or mechanical nature

 •	� if permanent mechanical strain (e.g. due to tensile and compression forces) 
has an impact on the seal

 •	� multilayered sheeting or panelling materials without sufficient cohesive strength

 •	� if windtight sealing is performed on a roof gradient of < 10 °

 •	� in the case of open cladding with Majcoat / Majvest

 •	� in the case of airtight sealing in sauna and swimming pool applications 

 •	� in roof renovations if one or more of the conditions specified in point 01, page  have 
not been fulfilled

 •	� when using Dockskin, if the sealing is not applied with Wigluv, Rissan, Sicrall, Corvum, 
Primur, Twinet

 •	� when the prerequisites for the secure laying of sheeting are not fulfilled:
The substructure must be free of any protruding objects which could cause injury, such 
as screws etc.

 •	� when the prerequisites for reliable sealing are not fulfilled:
The substrate must be dry, sustainable and free of any dirt and grease. It must not be 
adhesive-repellent. Before sealing, clean the substrate and sheeting and perform an  
adhesion test on site. If necessary, strengthen with high-performance primer SIGA-
Dockskin. 
Caution! The bonds must not be under standing water. Creases or tensions in the 
sheeting / tape must be relieved by cutting and resealed.

SIGA reliability

Technical details

Developed and manufactured by: © SIGA

38
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For different substrates  
the right SIGA high-performance adhesive

For different types of membranes
the right SIGA high-performance adhesive 

* must be reinforced with SIGA-Dockskin high-performance primer
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Vapour control layers /  
diffusion retarder sheeting

4 4 4 4 4 4 4 4 4 4 4

• �Smooth to rough  
PE/PA/PO/PP sheeting

• Kraft papers

• Aluminium membranes

Vapour control layers / diffusion retarder 
sheeting for above-rafter insulation and 
renovation from the outside 

4 4 4 4 4 4 4

• �Smooth to rough  
PE/PA/PO/PP sheeting

Breathable membrane 4 4 4 4

(apart from bitumen and PVC membranes 
except if given individual approval)

Facade membranes 4 4 4 4 4 4
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Wood 4 4 4 4 4 4 4 4 4 4 4 4 4

Hard wood-based panel materials 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4

Woodfibre boards 4* 4*

Gypsum fibreboards 4 4 4 4 4 4 4 4 4 4 4 4 4 4

Plasterboards 4 4 4 4 4 4 4 4 4 4 4

Cement fibreboards 4 4 4 4 4 4 4 4 4 4 4 4 4

Concrete, masonry, plaster 4* 4* 4* 4 4 4 4* 4*

Bituminous sheeting in the base area 4 4 4 4 4

Perimeter insulation 4 4 4 4

Metals 4 4 4 4 4 4 4 4 4 4 4

Hard plastics 4 4 4 4 4 4 4 4 4 4 4

Electric cables 4 4 4 4 4 4 4

If needed all above mentioned substrates can be reinforced with high performance primer SIGA-Dockskin.
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Dear	professional	craftsman

Do	you	have	any	questions	regarding	SIGA	products	or	SIGA	services?	
Get to know more at www.siga.ch and telephone +41	(0)41	499	69	05

Making the building shell airtight and windtight

SIGA-house-tight

I stick safely and 
quickly with SIGA
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